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~ WUNDERLICH METAL CEILINGS 


30th May, 1910 


INTRODUCTORY 


addition of new designs to our already varied ‘stock, induce us 


A HE ever-increasing demand for Wunderlich materials, and the 
to issue this revised Abridged General Catalogue. 


eaga We have attempted herein to show the more important of 
the very large number of designs which we execute. 


This Catalogue, though abridged, illustrates nearly all of our best- 
known designs of ceilings, cornices, wall linings, etc., and also contains 
information on other of our lines sufficient to indicate, even to those who 
are not conversant with the Metal industry, the wide field covered by the 
products of our manufacture, full particulars of which will be communi- 
cated on application. 


In every case the illustrations given are reproductions of photographs 
‘of the finished articles. All the designs are original, and were conceived 
and modelled by our own artists. 


For the manufacture of our ceilings and wall linings the very highest 
‘grade of British Sheet Steel is used. The finished materials are sent out 
“primed on both surfaces with a coat of the best oil paint. Embossed sheets 
‘thus primed furnish an ideal ground for the decorator. Where no extra 
decoration is required, a plain white (flat) finish always produces a good effect. 


Our trade-mark, which is shown in this Catalogue, appears on all our 
ssteel_materii ‘his trade-mark is your guide and our guarantee that 
you are getting the very best in Metal Ceilings and Wall Linings. 


Our materials are equally suitable for town and country requirements. 
“They pack in a very small compass. Where transport charges are heavy 
this is an important consideration, in that it effects a large saving over 
the freight of other materials. ‘The extreme lightness of our ceiling 
materials makes it possible to economise in the size of ceiling joists. Steel 
ceilings can be erected without delay. Other advantages are :—They 
lessen the fire risk, they do not harbour vermin, and never crack or discolour ; 
they can be easily washed, and may be fixed over cracked plaster ceilings, 
effectually preventing any fall; they remain fresh in appearance for a 
number of years. Thus first cost is the last cost. 


Terms.—New clients are requested to send sufficient cash when ordering 
goods for the first time. Over-sea clients should forward a banker's letter 
‘of credit, when a draft will be forwarded through our bank with documents. 


Despateh,—Country or export orders are delivered to rail or boat, 
according to instructions, and advice notes are always sent at the time 


of despatch. 


Packing.—Cases are charged for at cost price, no charge being made 
for packing; but no allowance can be made for returned empties. 


Freight and Railage.—Unless specific instructions are received we never 
prepay freight, charges always being payable at destination. 


Marine Insurance.—We effect insurance on all goods to Australian and 
Foreign ports. The premiums are charged at current rate on invoices. 


Communications and Orders for Sydney should be addressed to Box 474, 
G.P.0., Sydney. For other States see below. 


Price Lists and Trade Discounts on application. 
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Z WUNDERLICH METAL CEILINGS 


e These are supplied in sheets, 6ft. x 2ft. and 8ft. x 2ft. With our latest machinery we turn out a 
Beaded Sheets in Steel EU ce een eR ae re ESS cae a 
sheets lie straight, These beaded sheets may, very effectively and economically, be used as wall 

linings, 


No, 178. Single Beads 


No. 463. Treble Beads 


Imitation Brick or Tile 

Brick Sheeting No, 1046, in Galvanized 
Steel, fo r work, is obtainable in 
2ft. 1lin. 


Sheeting in Steel 


sheets 6ft, x 


This material is extensively used as a 


For further particulars of Ext: 


ete., see pages 62 and 64, 


aes ; rior Linings, 
wall lining for indoor work. 


When enamelled it makes an excellent 
wall tiling. 


No, 220. Supplied in sheets, 6ft. x 2ft. 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, ‘Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 
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- WUNDERLICH METAL CEILINGS 


. 
Steel Diapers A Border and Moulding are not necessary with these Patterns. They can be cut up to the cornice, and 


thus\form very effective and economical ceilings. 


6in. Patterns 
Supplied in Sheets, 6it. x 2ft. 
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No. 515 


No. 150 


This pattern is admirably adapted for use 
in hospital wards and other buildings where 


EASE SSM EN Sch Beas ae) ‘These Illustrations represent portions of Ceilings, 2ft. x 2ft. 
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No. 1093 Y No. 1027 No, 171 2 


WUNDERLICH LIMITED, Manufacturers. jAgencies and Branches. throughout the Commonwealth, New Zealand, India, China and Japan, 


: WUNDERLICH METAL CEILINGS | 


Steel Diapers spi fi Enka ds sate 


6in., 8in. and 12in. Patterns 


These Patterns may be cut up to the cornice, and thus they can be used without a Border and Moulding. 
Diapers Nos. 1107 and 1108 are also frequently used as wall linings. 


No. 1108 No. 1122 No. 1107 


‘These Illustrations represent portions of Ceilings, 2ft. x 2ft. 


No. 198 12in. pattern No. 1118 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 
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WUNDERLICH METAL CEILINGS 


Steel Diapers duppicitie ioneate ont 


12in. Patterns 


These Diapers are suitable for large rooms. The patterns can be cut up to the cornice without spoiling their effect. Borders 


and Mouldings, therefore, are not necessary. 


No, 1115 No. 1055 No. 1116 


These Illustrations represent portions of Ceilings, 2ft. x 2ft. 


No. 1104 No. 1071 No. 1074 No. 1056 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, Jndia, China and Japan. 


WUNDERLICH METAL CEILINGS 
Steel Panelling Supplted im sheets 6tt. x att 


While the panelling shown on this page may be cut up to the cornice, and the extra expense of a Border and Moulding may 
thus be saved, the employment of a Wall Moulding is much preferable, as it gives a finished appearance to the room, and 
since the patterns would not then be cut, this would show that the ceiling had been properly designed. 


a 


No. 1072 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z: 


WUNDERLICH METAL CEILINGS : 


Steel Panelling suiplied Snlnests Sahel 


It is not advisable to cut the patterns of these designs. The employment of a Border and Moulding, though adding slightly 
to the cost, ensures a much better effect. 


No. 1073 


These Illustrations represent portions of Ceilings, 2ft. x 2ft. 


No. 1033 No. 951 No, 1117 No. 937 


Pattern No. 856, illustrated on page 12, When using this pattern with border, 
is supplied in sheets, 6ft. x 2ft., and can be Moulding No. 975 is most suitable to use as 
used in similar class of ceilings as these the border moulding. 
patterns. 


WUNDERLICH LIMITED, Manufacturers. ‘Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


WUNDERLICH METAL CEILINGS 
Steel Panelling 


These Panels are designed for large rooms, where the effect produced is that of a specially designed ceiling to suit the room- 


The application of these Panels are shewn in a complete design, page 21; with ceilings of this description a border filler 
(page 9) is used, which being placed between the cornice and moulding, may be cut to any width, making up any 
irregularities in the sizes of the room. 


No. 1815 No. 1159 
Rd, 522 Rd. 467 
Stock size Sheets, 6ft. x 2ft. Stock size Sheets, 6ft. x 2ft. 


These Illustrations represent portions of Ceilings, 4ft. x 2ft. 


No. 420 No. 1075 No, 1808 
. These Illustrations represent portions of Ceilings, 2ft. x 2ft. 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS ° 
Steel Ceiling Borders 


Borders are used to make up irregularities in the size of the room where those patterns which should not be cut have been 
used in the design of the ceiling. 


These Patterns are supplied in sheets 6ft. x 2ft., or in strips of any width up to 2ft. They are not made to lap, and therefore 
can only be used as ceiling material to cover small recesses or bays in widths not exceeding 2ft. 


Crimped Steel Sheeting No. 172 is manufactured with a bead on one side. This bead matches the bead on outside flange 
of the Ceiling Moulding No. 204. 


r 
{ 
f 
| 
| 
No. 172 Crimped Sheeting No. 822 No. 1152 
These Illustrations represent portions of Ceiling Borders, 2ft. x 2ft. 


No. 464 No, 601 No. 875 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


WUNDERLICH METAL CEILINGS 
Steel Panelling 


These styles are mainly intended for large rooms, where the effect produced is that of the ceiling having been specially 
designed for the particular room in which it is used. With ceilings of this kind a Border and Moulding (pages 9 and 37) 
will mostly have to be used. The measurements of the area covered by the panelling itself must be multiples of 12in. 
The irregularities in the sizes of the room can be made up in the Border, which, being placed between the cornice 
and the moulding, may be cut to any width. 
No. 1057 No. 1058 


No. 1057. Corner Panel 2ft. x 2ft. 


2ft.§ ——__—_—_—___, 


This Illustration shows a corner of a Ceiling Bay, 5ft. x 5ft. No. 1058 Extension Panel 
The filling shown here consists of Diaper No. 1056. Supplied in Panels 2ft. x lft. and 2ft. x 2ft., 
Suitable alternative fillings are illustrated on-page 5. and in Sheets 6ft. x 2ft. 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS 
Steel Panelling 


Sunilar style of design as on preceding page, alternate fillings for centre panel may be selected from page 5. 


No. 1089 No. 1070 


No, 1070. Extension Panel 


eiling B 
ere consists of Diaper N 
Suitable alternate fillings are illustrated on page 


Supplied in Panels 2ft. x lft. and 2ft. x 2ft., 
and in Sheets, 6ft. x 2ft. 


‘WUNDERLICH LIMITED, Manufacturers. ‘Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


WUNDERLICH METAL CEILINGS 


With these Extension Panels the number of combinations that may be obtained is so great that no 


Steel Extension Pan els two rooms need ever be alike. A Ceiling made up of these extension panels gives the inipression 


of having been specially designed to suit the particular room. 
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No. 1003 
2ft. x lft. Extension Panel 


: 


No, 855 2{t. x 2ft. Corner Panel 


Supplied also in sheets, Gft. x 2ft., in 
i 15k 


No. 1006 
lft. x lft. Filling Panel 
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No. 1004, 2ft. x 2ft. Filling Panel 


No. 1005 
2ft. x ft. Filling Panel 
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WUNDERLICH METAL CEILINGS a 


. These Panels are exceptionally bold in the relief. ‘Their depth and simplicity of design, combined 
Deep Steel Extension Panels with their adaptability to extension, gives the ceiling in which they are used a bold coffered 
appearance, unobtainable in any other way. 


Average Depth 3 inch 


0. 992 
2ft. x 1ft. Extension Panel 


"No. 998 
lft. x Lft, Filling Panel 


No, 994. 


In the room illustrated above, Extension Panels No. 991, etc., were used. It shows how 
the panels can be employed in a room with a recess and a chimney breast. The small 
irregularities between the moulding and the cornice are made up for by the border, 
which unlike that shown on the last page, can be cut to any width desired, The 
border for this purpose may be any diaper selected from page 9, and cut to the various 


5 ‘ F : No. 995 
widths required. 2 . 2ft. Alternative Corner.Panel 2ft. x lft. Filling Panel 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


Corner Panel Extension Panels 
No. 1022 No, 1022 
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Extension Panels, 1021, etc. 
This illustration shows a surface oft. x 4ft. The panels necessary for the above 
design are as follows :— 
Corner Panels, No. 1024, 2ft. x 2ft. 


Extension Panels, Nos. 1022, 2ft.x I ft. 
Filling Panel, 1023, lft. x Ift. . 


No, 1007 


Filling Panel 


WUNDERLICH METAL CEILINGS 


The illustrations on pages 12 and 13 show how Extension Panels can be used. We here show the 


Steel Extension Panels actual appearance of portions of bays. The pieces illustrated could be extended to any size 


desired by the addition of more extensions, and two corner panels to complete. 


Extension Panels Corner Panel 
No. 1001, No. 1001 No. 921 
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Extension Panels, No. 921, etc. 


This illustration shows a surface 5ft. x 4ft. The panels necessary for this design 
are as follows :— 

Corner Panels, No. 924, 2ft. x 2ft. (illustrated above). 

Extension Panel, No. 1001, 2ft. x lit. (illustrated above). 

xtension Panel No. 1002, 2 lit. (used for the opposite extension) 
ing Panel, No. 1007, lit. x lft. (illustrated above). 

Filling Panel, No. 1120, Ift. x 1ft. (used with extension No. 1002). 

Filling Panel No. 1121, lft. x 1ft. (used with Extension Panel No. 1004) 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, ‘Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS "3 


St 1 . P Ceilings may be designed in one or more bays as desired, Thus a bay may be 4ft. x 4ft., 5ft. x 4ft., 
ee xtension an els 6ft. x Sft., or any other size desired. Small irregularities can be made up for in the width of the 


borders. 
Core aa) Extension Panels Extension Panels Corner Panel 
pees Begouls No, 1017. No. 1019. No. 1019. No. 924. 
: pare 


“SOL ‘ON Sjoueg SUNT 
Panels No, 1020. 


Extension Panels No. 920, etc. 'Extension Panels No. 924, etc. 
This illustration shows a surface Sft. x 4ft. The different Panels necessary for the ‘This illustration shows a surface 5ft. x 4ft. Panels necessary for the above design 
above design are :— are :— 
Corner Panel, No. 920, 2ft. x 2ft. Corner Panel, No. 924, 2ft. x 2ft. 
Extension Panel, No. 1017, 2ft. x lft. Extension Panel, No. 1019, 2ft. x lft. 
Filling Panel, 1018, Ift. x Ift. Filling Panel, No, 1020, lit. x lit. 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


WUNDERLICH METAL CEILINGS 


This illustration represents the grouping of Panels No, 1328 to form the centre feature of a ceiling. The modelling is in 

Deep Steel Panels exceedingly bold relief, the pattern being a quarter of a circle (24in. x 24in.), the design allows of a variety of combinations 
being formed; and it may be used with many of our shallow panels for ceilings, The centre portion ol this ceiling design 
is bordered with Moulding No. 240, and Bc rder Filler No. (01 is used between Moulding and Cornice No. 954, and may be 
cut to any width for the purpose of adjusting any irregularities that may occur in the size of a room. 


In the above illustration the ceiling design is composed of Deep Embossed Panels, No. 1328 ; 
Moulding No. 204; Border Filler, No. 601 ; Cornice, No. 954, 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, (Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS 


Deep Extension Panels vette ieee oriscemnia gases 


Bold modern designs in deep relief; a notable feature in the panels is the rich banded effect obtained, by the continuity 
of the ornamental bands running throughout the series of panels. Three sizes are here shewn ; the available size 
of panels, as tabulated below, give the designer ample scope for variety in design, which can be extended toanyrequired 
size in the formation of a ceiling. In selecting these designs for panelled ceilings it is advisable that the client should 
send us the measurements, so that the design may be made to suit the particular room. 


m - 
No. 1163. lft. x lit. No, 1162, 2ft. x lft. No. 1166 lft. x lft. No, 1165 2ft. x Ift. 


No. 1161. 2ft. 2ft. No. 1164, 2ft. x 2ft. 

The Panels included in the above are :— These illustrations show a surface of 5 ft. x 3ft. The Panels included in the above 
Filling Panel, No. 1161. 2ft. x 2ft. are:—Filling Panel, No, 1164, 2ft. x 2ft. 

Extension Panel, No. 1162, ft. x lft. Extension Panel, No. 1165. 2ft, x lft. 

Corner (or Filling )Panel, No. 1168. Ift. x lft. Corner (or filling) Panel, No. 1166, lft. x lit. 


WUNDERLICH LIMITED, Manufacturers. {Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


‘This illustration shows a surface 5ft, x 3ft. 


, 2 WUNDERLICH METAL CEILINGS 


Plain Steel Panels 


Plain Panels may be had in three designs—Shallow, medium, and deep. Each design is obtainable in panels of several 
sizes as tabulated below. All of these designs are very attractive when erected, but they cannot be employed: 


without the use of a border and moulding. In selecting panel ceilings it is best to send us the measurements, so that 
panels can be arranged to suit sizes of room. 


SHALLOW PANELS MEDIUM DEEP PANELS DEEP PANELS 


No. 158. 2ft. x 2ft. No. 672, 2ft. x 2ft. No. 163. 2ft. x 2ft. 


No. 160. 2ft. x Lit. No. 680. 2ft. x Ift. No. 166. 2ft. x lit. 


Deep Panels are also obtainable in the 
following sizes :— 


No. 162, 4ft. x 2ft. 


Shallow Panels may also be obtained in the Medium Deep Panels may also be obtained No. 769, 3ft. x 2ft. 
following sizes :— in the following sizes :— No. 164, 2ft. x Lft. 6in. 
No. 159, 2ft. x ft. 6in. No. 679, 2ft. x lft. 6in. Reger ite cee Mes 
. 540, Lit. din. x 1ft. Bin, 
1 No. 621, lft. 6in. x lft. 6in. No. 669, lit. 6in. x lft. 6in. No. 544, lit. 6in. x Lft, 
i No. 620, lft. 6in. x lft. No. 670, lit, in, x lft. No. 196, lft. x 1ft. 
; Also Triangular Panel, No. 619, which is 
i No, 161, lft. x lft. No. 671, lft. x lft. 


used in conjunction with Panel No. 540. 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z.. 


WUNDERLICH METAL CEILINGS i 


Extra Deep Enriched Panels in Steel Average Depth of Stamping, 1 ix. 


The stamping of these Panels is exceptionally bold and effective. By their use an endless variety of beautiful designs can 
be adapted to rectangular rooms of any size. There are three styles shewn here, the available sizes of the Panels for 
each style being tabulated below. 


No. 689. 2ft. x 2ft. No. 747. 2ft. x 2it. 


No. 788. 2ft. x lit. No. 759. lft. Gin. x lft. 6in. No. 917. 2ft. x lft. 


This style also in the following sizes :— 


No. 745, 4ft. x 2ft. This style may also be obtained as follows: 


No. 744, 3ft. x 2ft, This style also in the following sizes :— No. 758, 2ft. x lft. 6in, 
No. 727, 2ft. x lft. 6in. Non (baratte eet Sin No. 760, lft. Gin. x lft, 6in. 
No. 728, lft, 6in. x lft, 6in. No. 911, lft. Gin. x lft. 3 

No. 784, lft. 6in. x lft. No. 912, 2ft. x lft. 0. 916, lft. Gin. x lft. 
No. 785, lft. x lft. No. 918, lft. x 1ft. No. 915, lit. x lft. 


‘WUNDERLICH LIMITED, Manufacturers. jAgencies and Branches throughout the Commonwealth, New Zealand, Sndia, China and Japan. 


* WUNDERLICH METAL CEILINGS 


Steel Panelling 


The four Panels Nos. 1184, 1185, 
1186, and 1187 symbolise the Sea- 
sons, and can be used as inset 
panels for ceilings. See page 24. 


These illustrations represent Panels 
2ft x 2ft 


Spring, No. 1184 Move Autumn No. 1186 


No. 1158 No. 1157 No. 1183 
Corner Panel Border Panel Alternative Border 
Rd. 468 Rd. 466 to go with 1157-8. 
Rd. 469 


Winter, No. 1187 
Rd. 527 


Summer, No. 1185 
Rd. 526 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z~ 


WUNDERLICH METAL CEILINGS ‘ 


Rich Embossed Steel Ceilings 


The modelling and relief of these Panels is exceptionally rich. By the use of jthe Border 
Panels and Corners, and the make up of centre portion, the ceiling in which they are used 
carries a bold appearance and shows that it has been specially designed for the room. 
Clients ordering this style of design should select the panel filler and border, and we will 
prepare a design for the ceiling, using Moulding and Cornice en suite. 


This illustration represents a surface 15ft x 11 ft. 
The materials necessary for the above design are :—Filling Panels No. 1315, page 8; 


Border Panels and Cornices, Nos. 1183, 1157, and 1158; Moulding, No. 1173. 


WUNDERLICH LIMITED, Manufacturers. ‘Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 
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Steel Panelling and Borders 


These designs in medium relief stamping are obtainable in the specified sizes as 
tabulated below. A portion of the design consists of a border, and the 
ceiling should be specially designed to suit the room, bays of varying sizes 
may be built up, by the use of Border Panels No. 1802 and Corners 1813. 
Ceilings composed of Pattern No. 1801, etc., require a moulding and border 
filler (No. 1152), which being placed between the Cornice and Moulding of 
centre-filling, may be cut to any width, and so take up irregularities in the 
size of the room. 


The adaptation of these panels are shown as a centre filling to a ceiling on the 
opposite page. 


No. 1301 (Rd. 497) 
Filling Panel, pattern 2ft. x 2ft. 
Stock Size Sheets, 6ft. x 2ft. 


(This illustration represents a portion of ceiling panel, 2it x 2ft.) 


WA NAN 


lalla ANCA a 
NEY Nob) 
WEANGAN SAN GA) 


No. 1060. No. 1061. 


No. 1302 (Rd. 498) No. 13138 (Rd. 496) 


Corner Panels. 2ft. x 2ft. Extension Border. Borders Panel 


Stock Size Sheets, 6ft. x 2it., also 2ft. x 2ft., Size 2ft. x lft. 
and 2ft. x lft. 


Corner Panel 
Size lit. x Lit. 
Supplied in Sheets, 6ft. x 1ft. 


These illustrations represent portions of Ceiling Panels 2ft. x 2ft. 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS Z 


Embossed Steel Ceilings 


The illustration on this page shows how the extension panels No. 1801, etc., can be used. The centre portion could be 
divided into one or more bays (to any desired size in multiples of 2 ft.) by the addition of border panels and corners. 
The ceiling is completed by a moulding and border filler with cornice en suite. 


‘This illustration represents a surface of 15ft. Gin. x 11ft. Gin, The filling shewn consists of Panels No. 1301; Border Extension Panel No. 1802; Corner No. 1313; Moulding 
No. 205; Border Filler No. 1152; Cornice No. 1103, 


‘WUNDERLICH LIMITED, Manufacturers. ‘Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


WUNDERLICH METAL CEILINGS 


This style can be applied to a medium sized room, The effect produced is that of a very handsome ceiling, at a moderate 
Embossed cost. With ceilings of this class a border and moulding is not a necessity ; the filling pattern can be cut up to the 
combined cornice, border moulding. The Panels representing the Four Seasons (page .20), with a panelled centre 


Steel Ceilings flower (pages 42-43) being used as insets. 
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This illustration represents a surface of 15{t, 6in. x 11ft. Gin, ‘The materials shown here consist of : Diaper, No. 1098 (page 3) ; Season Panels, Nos. 1184~ 7 
Panel, No. 1100 and 385 (pages 42-43). Be 3) » Nos. 1184-7 (page 20) ; Centre Flower 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS ie 
Embossed Steel Ceilings 


The design of a ceiling, as shown on this page illustrates one of the many styles, to which diaper fillings may be 
applied in the designing of metal ceilings. The employment of a bold moulding with an inset corner-piece (carrying 
the same section of moulding) gives a finished appearance in setting up the centre panel; though adding slightly to 
the cost of a diaper filling, it enhances the effect, and while the smaller pattern of the border filler relieves the 
central panel, it provides an elastic margin for any inequalities in the size of the rooms. 
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This illustration represents a surface of 13ft. Gin. x ft. Gin. 


The materials shown here consist of: Diaper, No. 1118 (page 4); Corners, No. 1316; Moulding, 
No, 204; Border Filler, No. 464; Cornice Border and Moulding, No. 1312. 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, Jndia, China and Japan. 
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upplied in sheets 6ft. x 2ft. The sheets are 
Brisbane, (Adelaide, Perth, jlobart, Launce: 


WUNDERLICH METAL CEILINGS 


WUNDERLICH LIMITED, Man 
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mg, No. 10 
No. 1139. 


ait. 2it. 
ts are fixed vertically. 
Steel Lining, suitable for deep coves, pattern 
24in. high, stock size sheets 6ft. x 2ft. 
Horizontal joint. 


ANGLE STRIPS FOR CORNERS OF WALLS, 


Ee 


Angle Strip for INTERNAL Angle Strip for EXTERNAL 
Corners. Corners, 


Wall Lining, No. 722. 
Supplied in sheets, 6ft. x 2ft. and Sft, x 2ft. 7, : evan he In sheets Gft. x 2ft. only. 
Sheets are fixed vertically, pee Hoypc0 fae Wadosiand Wale mbke ean ol: Sheets are teed ioneaealye 


Wall Lining, No. 1086. 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 
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Steel Dado 
Panels 


and Linings 


No. 1143. 


Gothic Dado Panel. 
Supplied in Sheets 2ft, 6in, x Lit. 
and 2ft. Gin. x 2ft. 


Dado, No, 1134. 
Supplied in Panels 3ft. 6in. x Lit. 
and 3ft. x lft. 


Dado, No. 896 
Supplied in Panels 
2ft. Gin. x Lit. 


Portions on the rake consist of 
small Diaper, No. 875 


Supplied in Panels 
3ft. Gin. x 1ft. and 3ft. x ft. 


WUNDERLICH LIMITED, Manufacturers, Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, 


Supplied in Panels 
3ft. Gin. x Ift. and Bit. x Ift. 


Panels Nos. 1184, 1185 and 
825 have been specially designed 
to allow cf cutting to the rake 
of stairs without spoiling the 
effect of the ornament. The 
Wood Moulding and Skirting 
shown in illustrations are not 
included with Dados. 


and Wellington, N.Z. 


WUNDERLICH METAL 


Steel Dado Panels 
and Linings 


nels Nos. 927, 
panels § 
ect, SI Bit. x ft. 


928, 929, 686 are 
Es w 


Dado, No. 222. 


These illustrations represent portions of 
Metal Lining, 2it x 2ft. 
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Specimen Sections These sections show the application of the steel materials illustrated on previous pages 


Ceiting 

Panels, , 

No. 930 Ceiling 

(Page 15) Panels, 

with \ 

extensions \ 

to sit any extensions 

ae to suit any 

Moulding No. 499 eee room. 

Borden, Nov 172 Border, No. 472 
(Page 9). (Page 9). 


Conntos, No, 968 Cornice, No. 954 


(Page 34). 


Frieze, No. 985 Frieze, No. 934 


Picture Rail. 
Picture Rail 


Wall Filling, 
No. 708 


Wall Filling, 
No, 1037 
(Page 27). 


Dado Moulding, 


Dado Moulding, No. 551—Zine. 


No. 518—Zinc. 


Bit. Dado, 
No. 928 
(Page 29). 


Bit, Dado, 
composed of Panels, 
Nos. 1 d 1002, 
(Page 14). 
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Lf Le lee When used as borders, these designs are only suitable in cases where the 
Steel Wall Friezes and Ceiling Borders ee ee er eee ee eae 
the ceiling patterns working out exactly in conjunction therewith. In 
many cases it is found necessary to use the borders illustrated on page 
9. These patterns are also adaptable for the casing of beams. 


No. 789. 8}in. wide. Supplied in lengths of Sft. 


an 
i IN 
ul 
No. 696. 12in. wide. Supplied in lengths of Sift. 


No. 936. 25in. wide. Supplied in lengths of Sft. No. 117. 20in. wide. Supplied in lengths of 8 feet. 
Mlustrations are one-tenth full size. 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 
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Plain Steel Cornices 


Supplied in stock lengths of 8 feet. 


We stock Mitre Leaves for these Cornices (see Price List), 


As the bottom flange of all our Cornices returns into the wall, an 
extra flange, supplied in a separate piece, should be ordered 
when the walls are also to be of metal. 


Scotia Moutpincs may be had of two kinds :— 


No. 878 .. —Ifin. True Scotia, 3in. girth. 
No. 988 .. —Iin. O.G. Moulding, 3in. girth. 


No. 765. Shin. girth. 


No. 351. 54in. girth, 


No. 852. 64in, girth. 


No. 353. Sin. girth 


Plain Cornices manufactured to any section. 


Illustrations are one-tenth full size. 


Combination Cornice, Border and 
Moulding in Steel Supplied in lengths of 8 feet. 


These Cornice Mouldings, or Border Finishes, as they are more generally called, give 
the same effect as the three separate piece combination of Cornice, Border and 
Moulding ; moreover, they greatly reduce the cost, being a more economical method 
of fixing and finishing a ceiling. The ceiling pattern must be cut to suit the sizes 
of room, With all border finishes shown on this page (32) we supply Steel Mitre 

(See Price List.) 

inishes shown on page 33 we supply Mitre Leaves. 


F 


ONITF2 


No. 858. 5in. wide, Zin. girth. 


FBI GEL RE BERS LI 


No, 1812. 6in. wide, 8in. girth. 
Ti 
WAAC iA 
: Ep pega ae 


No. 1814, 8in. wide, 10in, girth. 


ONTTIIS 


No. 938, Qin. wide, llin. girth. 


nina a 


No. 984. 9}in. wide, 12in. girth. 
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No. 1042 17din, girth 


No, 1041 16in 


ie = = 19" == = 3 = S12 -- 4 ees dee Jee Ia 
che 2 cg oe se 
ie" Hae Ba 1 38 
: Section of 7) oP Section of No. 1044 
‘o Section of No. 1064, 2 No. 1042 a Section of No. 1063 (see illus. above) = 
ij (See illustration above.) vi 
& 


No. 1047 234in. wide, 25in. girth 


WUNDERLICH LIMITED, Manufacturers. Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


: ° 
Enriched Steel Cornices Sinplled inileneenetoti 6 fet, 
Leaves are used for the mitres of these Cornices. (See Price List.) The sizes given of the depths of all our Cornices are 
from the underside of battens, and not underside of joists. When the walls are also to be of metal, sufficient extra 
flange should be ordered. This is fitted into the bottom flange of the Cornice, and is turned down the wall. (See 
“How to Fix Wall Linings.”’) 
No. 1076. 5fin. girth. i 
‘No. 955. Qin. girth 
DRNRNNNNNANS 
No. 1110. Tin. girth ; No. 1111. 94in. girth. 
No. 1181, Zin. girth. 
{ No, 954. 12in. girth. 
No. 1103. 94in, girth rt 


No. 767. 13in. girth. 


Illustrations are one tenth full size. 
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1 * Leaves are used for the mitres of these Cornices. (See Price List.) 
Enrich ed Steel Cornices The sizes given of depths of all Cornices are from underside of 


battens, and not underside of joists. 


Supplied in Lengths of 8 feet 


No. 1101. 12in. girth. 


No. 764. 13in. girth. 


No. 1306, 12in. girth. ae Se RES 
a a a BD : : aa\\ (| 
SS he Vs ? \ \ 
ee NDS 


No. 1102. 14}in. girth. 


No. 1807. 13tin. girth. 


Illustrations are one-tenth full size No. 1114, 17}in. girth. 
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Enriched Steel Cornices cetian ea neue 


Leaves are used for all mitres of these Cornices (see Price List). 


All the sizes given of the depths of cornices are from underside of battens, and not underside of joists. 


i Bt Dit Sit) 


No. 25. 13in. girth. 


No. 1109. 16in. girth, 


No, 953, 1din. girth. 


No. 1079. 17in. girth. 


No, 703, 15in. girth. 


* “| oe 


VEURVUTUVOVITITEITY 
so SSID LBTa LEMTREN TIENT? 
Ne y 


No. 702, 16in. girth. 


Illustrations are one-tenth full size, 
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WUNDERLICH 


Steel Beam Soffits and Casings (urs 


Below will be f 


loose stiles, 


nd two illustrations of stock patterns for soffits of beams formed with 

vhich allow for jations in the width required, viz. : 

No, 1334, from 10 in, to 14 in, No, 4885, from 16 in. to 18 in. 

The stile is supplied in one width only, viz., 4 inch; customers cutting same to suit the 
widths of | Materials for covering the sides of the beam in conjunction with 
corni be selected, where the sizes are suitable, from borders (page 31), and from 
diaper fillings (page 9). 


No, 1335 


Showing method of 
fixing Extension Stiles 
to Soffit for beam 15in. 


<— wide. 


extension Stile 
and Soffit, 18 in. wide, 


No, 1334 


Extension Stile and 
Soffit, 10 in. wide 


Extension Stile and 
Soffit, 14 in. wide 


No. 1838. Soffit, with Extension Stiles (see sections) 


No. 1173. Reed Moulding. Corner and T blocks to match, (See Price List 


WUNDERLICH LIMITED, Manufacturers. ‘Agencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 


METAL CEILINGS Ki 


Plain and Enriched Steel Mouldings — (antne of s tect 


Mouldings are used so that panelling may be employed in the ceiling without having the pattern cut, ‘The 
moulding forms the joining piece between body of the ceiling and the border. Bosses are used for 
all mitres. (See Price List.) 
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How to Order Metal Ceilings and Wall Linings 


Two Ways: 


O ie Metal Ceilings and Wall Linings may be ordered in 


STOCK SIZES 


IN SHEETS AND LENGTHS OF STOCK SIZES, as shown in this Catalogue, in 
which case the prices charged are those for Stock Sizes. (Sce Price List of 
Stock Sizes.) 


Select those patterns from the Catalogue which you propose using. 
Measure the rooms in which you anticipate employing the different patterns, 
and thereby estimate the number of sheets or panels, lengths of cornice, and 
number of mitres—whether internal or external, and whether rectangular or 
octagonal—number of centre-flowers, etc., you require to complete your job. 


Nails.—We supply specially-manufactured nails for fixing our steel 
materials. (See Price List.) 

It will be sufficient to quote the CATALOGUE NUMBER of the various 
patterns in conjunction with the quantities you require. 


However, be careful to allow sufficient sheets and lengths, and something 
over, keeping in mind the particular sizes of the patterns. 


We do not cut the sheets unless 
charge for waste. 


specially requested, in which case we 


Remember that our sheets require battens fixed to the under side of joists 
spaced at 12in. centres—i.e., one under each joint, and one under the centre 
of the sheet. If battens are not procurable locally, we supply them at 
current rates, estimating the quantity necessary by the number of sheets 
ordered. 


Most of our patterns can be fixed to old boarded ceilings without using 
battens. 


2. DESIGN 


TO DESIGN, that is to say, the customer supplies us with a plan, and we prepare 


and submit design, and estimate. (See Price List, “ Materials to Design.’?) 


For this purpose it is better to select those patterns that are preferred, 
so that we can include them, if applicable, in our design. 


If the design is approved, we supply the mat accordingly, together 
with a Working Drawing, showing the method of fixing the materials for each 
urately drawn to scale, and show distinctly the 
proper spacing of the battens and the location of all the different parts, cross 
sections showing how the various cornices, borders, mouldings, and plates 
are joined, thus making it a very simple matter to put up a ceiling. 


room. Our designs are 


It is absolutely imperative, however, that we should be in possession of 
accurate particulars, exact measurements, and the fullest possible information 
regarding the work to be done, to enable us to prepare a correct working drawing. 
If in doubt, always err on the side of giving us an excess of information. 


W tabulate below our requirements as regards measurements, 
plans, and details when supplying materials “to design.” 


CEILINGS 


Tf a Rectangular Room, send a rough plan showing the length and width of 
the room and position, depth, and width of chimney breast, or other projections 
or recesses. Take also one diagonal, in order that we may check the accuracy of the 
measurements. 


If the room is of Irregular Shape on the rough plan, we require, besides the 
measurement of each wall, the size of the angles. 

This refers also to bays or ingles that have splayed sides. If we are supplied 
with the measurements of all diagonals, we can calculate the size of the angles. 

In all cases give the direction in which the joists run, also their spacing (centre 
to centre). 

If the building is an old one, and the existing ceiling is of plaster, our metal 
may be put up without removing the plaster by using longer nails than is usual 
to merely attach the battens to the joists. In ordering materials forsuchrooms 
give the depth of existing cornices, if any, also mark the position of gas jets. 


If there are any bays, state whether the ceilings of same are continuous with 
the main ceiling (on the same level). 


Where the top of the windows are close to the ceiling, give the heightfrom 
top of architrave to ceiling, so as to fix the maximum depth for cornice. 


When Girders, Beams, ete., occur, and are to be encased with metal, we require, 
not only their position on plan, but also their section. The depth from under side 
of joist and the actual width of such girders or beams, data which are absolutely 


necessary if we have to supply the casing. State whether the beams proposed to 
be cased are of wood or iron. 


Well Holes, Skylights, and similar openings should be measured, and their 
correct sizes and positions indicated on plan. 


DADOS, WALL LININGS, @ 


a 


Walls. 


‘ate whether they are of brick or timber. 


Measurements.—Give us the exact height from the floor to the ce: 
underside of cornice, also size of skirting proposed to be used. 


ing jois 


Doors and Windows.—We require the height and width, inclusive of the architrave. 
Figure the plans so as to disclese the exact position of the doors and windows. 


Dados to Stairs.—We require the rake of stairs and size of landings. 


Lining to Soffit of Stairs.—The measurement of each flight and landing should 
be given, also the detail of the finish required on the outside string. State 
whether a moulding is desired at the intersection of soffit and wall. 
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How to Fix Metal Ceilings 


OREWORD.—While we are prepared to carry out the fixing of our work by 
our own competent tradesmen, and give personal attention to every detail 
in the erection of Steel Ceilings, our clients themselves find very little diffi- 
culty in erecting our material. We feel confident, however, that a few 

des) practical hints will be found acceptable. 

Upon receipt of the necessary particulars as to the size of the rooms to be ceiled, 
the position of the joists, etc.—(sce “ How to Order ")—we prepare designs for approval, 
when, if the design be accepted, working drawings are provided, which contain instruc- 
tions enabling our material to be satisfactorily fixed by an ordinary mechanic. When 
ceilings of various designs are required, it is preferable to order “To Design.” 


Where ceiling materials in sheets of stock sizes (not separate panels) have been supplied 
and no working drawings consequently available, the following instructions should be 
found sufficient to effectively fix the ceilings. 


General Remarks.—In fixing, the tools requit 
pair of ordinary snips, and at times a tucking chis 
up the joints after the sheets are fixed. 


d are: hammer, bradawl, punch, 
The latter is required for closing 


For the majority of our ceilings the battens, whicl 
sin, wide and lin. thick, and should be spaced 


are usually Oregon pine, should 
n. centre to centre. 


For cornices, the lower member on the wall is fixed to a batten 1}in, wide by fin. thick. 


In the case of new buildings, a bevelled ground should be fixed level with the bottom 
of the cornice, keeping in mind that the depth of the cornice given is from the underside 
of battens, and not from the underside of joists. 


Walls, if in plaster, are floated before the metal ceiling is fixed. But the setting 
coat of plaster must be put on after the ceiling has been erected. 

Whi 
fastened to the 


should be plugged, and the cornice batten 


re walls are already plastered, the 
face of the plaster. 


In securing battens to existing plaster ceilings, it is advisable to partly screw-up 
to the joists before nailing. 


PROCEDURE 


1, Mark on each end of one of the outside joists the distance which the cornice is to 
project from the two walls. This measurement is obtainable from our catalogue, 
but it must be remembered that these marks will be the centre of the batten, as 
both the top of the cornice and the ends of the ceiling plates will be fixed to this. 


2. Mark on the same joist the positions of the edges of the intervening battens, to which 
the ceiling sheets will be fixed. No definite instructions can be given as to the 
position of these battens, as they are dependent on the size of the ceiling pattern’ 
used. To preserve the general effect of the ceiling, an equal amount of the pattern 
should show on opposite sides of the room. Bearing this in mind, calculate the 
position of the edge of any particular batten, and from this mark 12 inches 
for the remaining batten: 


3. Having marked the position of all the battens on the end joist, it is now necessary to 
mark all the other joists. This can be done by striking a chalk line from end to 
end, keeping in mind that only the battens for the top of cornice should run parallel 
to the walls, while the other battens should be parallel to the centre line of the 
room. 


4, The battens may now be temporarily nailed, keeping the edges of same to the marks 
on the joists, and allowing the battens to run right through from wall to wall. 
the joists vary in depth it is necessary to stretch a chalk line from end to end of each 
batten, and bring it to the level line with wedges before driving the nails right home. 


on 


Between the battens already fixed, cut in and skew nail the cross battens to take 
the ends of the sheets, and also the top of the cornice, so that behind all joints there 
is always a batten. 

6. Now fix the battens on the wall for the cornice. If a brick building, the plugs or 
grounds should be ready for the battens. (See general remarks above.) In a 
wooden building, mark down on the wall from the underside of the battens, the depth 
of the cornice. This measurement is obtainable from our catalogue. If the walls 
are also to be of metal, the batten for the bottom of the cornice should be nailed 
to a batten, which will also take the top of the wall lining. 


The batten to which the top members of the cornice are nailed should now be fixed. 
It is nailed to the batten which takes the top flange of the cornice and the ends of the 
eiling sheets. 
8. Under the joints of all cornices above 9in. girth, wooden brackets, ent to the correct 
section of the cornice, are used, and are secured to the ceiling batten and the wall 
batten. If felt lining is used it should be fixed to the joists before the battens are 
put up. Allow the felt to lap well over at the edges; and to drop down behind 
the cornice. 


x 


FIXING METAL, 


9. The cornice, or finishing mould, is fixed first. If the walls are to be of plaster, the 
cornice is fixed after the floating has been done, and always before the final coat, in 
order that the setting coat will finish up to the lower member of the cornice. | If 
there is a chimney breast in the room, start fixing the cornice here, working the 
design from the centre of the breast, so that the external mitres correspond. 


10. The mitres can be cut with a pair of snips, allowing one cornice length to run right 
through to the wall, and scribing the other length on to it. The leaves should be 
pressed into the mitre, and made to fit neatly, and secured by nails to the battens 
and the bi t behind. The application of a little putty on the edge of the leaf 
before pressing into position is necessary to make a tight joint, and to enable the 
decorator to obtain a better result. For nailing cornices in. flathead nails are used. 


11, The ceiling sheets may now be applied. Great care must be taken to get the first 
sheet into its exact position, as it acts as the basis from which the position of all the 
other sheets necessarily follow. The bead of the second s 
exactly into that of the first sheet, and automatically falls into its corr 
All the ceiling sheets and panels are fixed with lin. eup-headed v y 
should be driven through each button lying along the joints and the center of the 
sheet. Use a bradawl to punch the holes in the buttons. Where the sheets have 
been cut up against the cornice, nail about every two inches to make a perfectly tight 
joint. 


12. Use a tucking chisel for closing up the joints after the sheets have been fixed. 


BORDERS AND MOULDINGS 


Where Borders (crimped and diaper strips, etc.) and separate Mouldings are used, 
it is preferable to have a design prepared showing the setting out of the material— 
Order “To Design’? (See “How to Order.”) 


For these the battens are fixed in the same manner as those which are nailed up 
for the ceiling shee they run parallel to the centre line of the room, irregu- 
larities in the sizes being made up for in the border, All the borders, with the exception 
of Crimped, No. 172 (page 9), which is slipped under the mould, are cut up to the flanges 
of both the cornice and the moulding. 


In nailing up the borders, care should be taken that all buckles are pressed out 
This can be effected by commencing to tack the border along its ‘edge, beginning at the 
centre, and finishing at each end. 
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Sections of Ceilings showing methods of fixing. 


Z@ we 


Section No. § 
rge cove, consisting of cornice 


Section No. 1. 


Diaper ceiling, Scotia finish. 
s, as previously described, first fix scotia to the ceiling 
otia. On account of 


and diaper sheetin: 


Having fixed batte! y 
Wooden brackets are used at the joints of the 
being less than 2 in,, no batten is necessary on the wall, 


batten, 
the depth of 


— Sheeling on cove 


Ballens cufinlo 
brackets and spaced 
a cealers 


Section No. 2. 


Diaper ceiling cut up to a small cornice. 
<< cover piece and boarding, 


VS on cornice af fool'of cole 


The cornice is fixed first to the top and bottom batten, with brackets at joints. 


>y is cut up to the top member 
Section No. 3. 
Diaper or panelling cut up to a large border finish. 
As For very large rooms any of our diaper sheetings used in the form of a large 
cove of any girth desired make an effective feature. We here give a section of such 
a cove, showing how to go about its formation. 


The face of the 


Being in ene piece, the cornice border and moulding are easily fixed. 
iling pattern must be cut up to the moulding. 


the border is of a standard width, the 


Cornice.—The cornice will be seen to have a coverpiece. 
cornice is fixed first, the coverpiece lapping over the top flange. 


and to plugs in the wall. 
They are nailed to 


Section No. 4. 

anclling, with cornice, border, 

three separate pieces. Cove.—Wood brackets, cut to suit the radius of the cove, and spaced at 2ft. 
The metal 


centres, are fixed to the ceiling jo 
sheets can be easily bent by hand to suit the curve. 
battens, which are cut in flush with the face of the cove at 12in. centres 


Ceiling of sheet 
and moulding 


The use of separate border and moulding enables the pattern in the ceiling to 
work out with a full ornament. The border can be cut to make up irregularities 
jn the size of the room. 


Section No. 5. 
ate pieces. 


Ceiling of deep panels, with cornice border and moulding in three 
For ceilings of this kind it is advisable to order “to design,” and thus obtain a working drawing which shows the position of the 
of varying widths. These allow of the ceiling 


room are made up by diaper borde 


battens, ctc. Small irregularities in the size of th 
portion showing a full ornament throughout, and the ceiling will show to be properly designed for the particular room. 


Note that in this instance battens 1}in. in depth are required for the deep panels, and not lin. as for most of our patterns, and that 


they are placed under all joints where they occur, and not at 12in. centres, as for sheeting. 


Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 
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WUNDERLICH METAL CEILINGS 


How to Fix Dados and Wall 
Linings 
Dado mat 


linings to battens, nailed to the studs or plugs in walls. If the ceilings 
are also to be of metal, they should be fixed first. 


ials should be nailed to rough boarding, and sheet 


x. Obtain the height of dado, and strike a perfectly horizontal line, for 
top of dado panels, allowing for height of skirting. 


2. Now set out for battens for sheet linings. This should be done in a 
similar manner as for ceilings, bearing in mind that it is essential 
to get an equal amount of the pattern on each side of the room. A 
batten should be placed under each joint, and one under the centre 
of the sheet. 


3. When all battens are ready in position, first fix dado moulding and 
angle strips. 

4. Dado panels and sheet linings may now be fixed. Place the lower 
bead of the wall sheet, along the flange on the dado moulding, and 
cut the pattern up to the bottom flange of the cornice. To make 
a good joint where the sheets are cut against the cornice, an extra 
flange piece should be used over the cornice, as on sketch. This 
piece should be fixed at the same time as the cornice. 


fo YY Pr Giga-m 


Plugsin \\\\Batin 
aati far 
‘arnice id} 


PS 
Zxtaltanpepicce 
Ger Wall Linings 


a 


SECTION, showing the use of the FLANGE PIECE, which is fitted over 
the bottom flange of the cornice and returns down the wall. 


How to Decorate Wunderlich Steel 


Materials 


Our steel materials are sent out thoroughly primed on both surfaces 
with a coat of the best oil paint. The embossed sheets thus primed 
form an ideal ground for the decorator, who should, however, use only 
oil paints. ON NO ACCOUNT WHATEVER SHOULD DISTEMPER OR WATER 


PAINTS BE USED. 


Where no extra decoration is desired, a plain white (flat) finish always 
produces a good effect. For properly decorating the ceilings three coats 
should be applied, although in some cases two coats may be found to 
be sufficient. To secure the best results the last coat should be flatted. 


The following is the method for decoration :— 


Coat No. 1.—Pure white lead or zinc ground in oil, and broken up 
with equal parts of raw oil and turps, and a small quantity of 


driers. The whole to be mixed to the consistency of cream. 


Coat No. 2.—Should be similar to the first coat, with the addition 
of a mixture of tints as required, but this coat should contain 


only a very small quantity of oil. 


Coat No. 3.—Should be similar to the specification for the second 


coat, with the addition of different colours as desired. 


Sroppinc.—To obtain the best results it is always desirable to use 


a little putty in the treatment of metal ceilings. 
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a WUNDERLICH METAL CEILINGS 


Siecle ent fl The Centre-flowers, which we manufacture in embossed steel, give an aun opportunity for effective ceiling 

= decoration at a very moderate cost. They are bold and crisply stamped, and we supply them to customers 

ee entre=-tlowers already primed on both surfaces with a coat of the best oil paint. They are made in sizes that will work in 
economically with our ceiling materials 


No. 820. 2ft.x 2ft. No. 882, lft. 6in. x lft. 6in. No. 97. 2ft. x 2ft. 


Steel Panels for Circular Centre-flowers 


These panels have been specially designed to take circular 
centre-flowers, We perforate each panel so as to 
allow sufficient ventilation. 


The zine centres are either supplied separate or put in 
panels complete. We advise the use of these panels 
in all cases, as by their employment the awkward 
cutting of the ceiling pattern is avoided. An illus- 
tration of their use will be found on page 46. 


No. 1100. 2ft.x 2ft. 


Centre-flowers up to 20in. diameter be fixed in this panel. No. 987. 3it. x 3ft. 
entre-flowers up to 20in. diameter may be fixed in this panel, Centre-flowers up to 28in. diameter may be fixed in 
Panel No. 987. 
No. 821, lft. Sin. x ft, Sin, This design also supplied in the following sizes :— 


f No. 985, 4ft. x 4ft., to take centre-flower in, dia 
Similar design to No, 1100. To take Centre-flowers up to 14in, diameter, Gin, © SR. Bin, to take centreowers ap 10 Soir 
t. in. x Bit. 6in., to take centre-flowers up to 23i 
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Zinc Centre-flowers 


All these Centre-flowers are perforated and provide ample ventilation. They can be easily applied to wood as well as metal 
ceilings. If desired they can be purchased, fixed and made up into complete panels. (See page 42.) 


No. 50. 12in. No, 54, 16}in. 


No, 55, 17jin. No. 1095. 17jin. No. 835. 194in. No. 888, 18}in. No. 1096, 19in. 


No. 384, 20in. No. 887. 20}in. No, 82, 22in, No. 59. 224in. 


No. 129.—This pattern is made with “ Hit or Miss’? 
Ventilator Shutter to work from centre key. 
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Zinc Centre-flowers 


No, 95. 274in. 


WUNDERLICH LIMITED, Manufacturers. 


All these Centre-flowers are perforated. 
They may be purchased made up and fixed into complete panels, if so desired. (See page 42.) 


No, 796, 2lin. x 2lin. 


No. 80. 16}in. x 12in. 


No, 794, 294in. Depth 4in, 


Sectional View of No. 794, No. 337. 22in. x 13}in. 


Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 
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Zinc Centre-flowers 


i, 


ee eo 


No. 907, 29in. x 29in. No. 810, 23hin. x 23}in. No. 599, 2ft. x 2ft Steel Panel, 
Not perforated.) with Zine Centre-flower No. 96. 


Ventilating Panels and Perforated Sheeting of Embossed Zinc 


No. 89 No. 88. Ventilating Panel. 
No. 131. Perforated Zine Sheeting. 
This Ventilating Panel may be purchased in any size Supplied in sheets, 42in, x 17in, 
from 18in, x 24in. upwards. We countersink the 
moulding ready for screws for fixing. 


Centre-flower No. 89 may be purchased in 
the following sizes :— 


Diameter—lft. 6in., 1ft. 9in., 
2it. Gin., 2it, 9in., 3ft., 3ft. di 


We stock similar panels stamped in one piece in following No. 130, Perforated Zine Sheeting, same pattern as 
sizes -— 
No, 1153, 12in, x 12in. No. 1154, 24in, x 12in. 
No. 1155. 24in, x 2Q4in. 
The two smaller sizes with small moulding. 


perforated portion of Centre No. 88. Supplied in 
sheets 42in. x 17in. 
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Billiard Room in Private Residence 


A substantial ceiling, spacious and well ventilated, artistic border enrichment and rich mouldings- 
The Wunderlich Metal Ceilings are permanent and hygienic. 


The materials used to form this design are :—Centre Filler, No. 1055, page 5; Border Panels, No. 1069, 1070; Moulding, No. 499; 
Border Filler, No. 1107; Cornice, No. 1079; Panelled Centre Flowers, No. 1100 and 888, 
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2 


A house should be as much an 


Wunderlich 
Work 


investment asahome, Obsolete 
materials reduce its value. The 
use of Wunderlich Art Metal 
Ceilings is the modern home- 


In these pages we give illustrations maker's guide to artistic, per- 


of a few examples of the work we manent, and therefore financially 


have executed. advantageous building. Easily 

decorated. Wunderlich Ceilings 

The pictures speak for themselves. e 
never discolour, crack, or give 

Want of space prevents our 

the slightest trouble to the 

showing more than. these few 

builder or his clients. 

applications of our materials. 


KITCHEN.—Ceiling Diaper No. 150 (page. 8), cut up to Cornice No. 765 BEDROOM.—Ceiling composed of Diaper No. 140 (page 3), Cornice —Ceiling and Lining throughout of Wunderlich 
(page 32), no Border or Moulding beinel jused. These patterns are ‘No. 767 (page 84), and Centreflower No. 384 (page 43). materials:—Ceiling Diaper No. 952 (page 4), Moulding No. 499 
specially suitable for the plainer rooms. They can be very easily (page 37), Border No. 172 (page 9), Cornice’ No. 767 (page 34), 
kept clean. Wall Lining No. 722 (page 27), Frieze No. 950 (page 31), Dado 

No. 686 (page 29), Dado Rail No. 781. 
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Views of Interiors Wunderlich Metal Ceilings in a Modern Home 


The Vestibule.—Furnished as a Reception Room and Lounge, the decorations are The Drawing Room.—Handsome panelled ceiling, the acoustic properties of the 
carried out in Wunderlich Embossed Metal. Frieze No. 986, page 31. Ceiling room enhanced by the use of Wunderlich Embossed Metal. Deep Extension 
panel filler, No. 1055, page 5. Panels, Nos. 991, 992, etc., page 13. 


The Dining Room.—Spacious and rich coffered panelled ceiling, composed of 
Wunderlich Embossed Metal Panels, Nos. 163-166, etc., page 18; Moulding, 
1178; Cornice, 955, 
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View of Interior Beautified by the use of Wunderlich Metal Ceilings 


A Modern Dining Room 


We have such a large range of 
patterns that we can suit you, 
whether you require a design 
suitable for kitchen or drawing- 


room. Because you happen to 


reside in the country is no reason 
why your home should not be 
replete with modern ideas in 


house building. Our Ceilings 


appeal strongly to country resi- 


dents, as they pack in a very 


small compass, and, for their 


weight, cover a much greater 
area than any other ceiling 


material. 


Dining Room.—Ceiling composed of Panels No. 954 (page 7), and Cornice No. 955 (page $4) with Border and Moulding 
Chandelier of artistic copper work also designed and executed by Wunderlich Limited. 
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Wunderlich Interior 


Drawing Room.—On this page we illustrate a good example of the adaptability of Wunderlich materials for both 
walls and ceilings, by which artistic emphasis is given to a drawing room. A generous spaciousness is 
conveyed by a properly thought out design of distinctive decorative effect. The inclusion of a wall frieze 
harmonising with the ceiling further enhances this effect. 


Drawing Room 


Decorative and 
Economical 


If you would do your handsome 
furniture justice, take advantage 
of the Wunderlich system for 
your walls and ceilings. A 
beautiful home is now obtain- 


able at a minimum cost. 


Cheap in 
Transport 


Where our ceilings are used, only 
light timbers are required 


throughout. 


The freight on our Ceilings is less 
than that of any other materials 
on the market. 


12 square feet weigh only 6 Ib. 
The transport is therefore eco- 
nomical; moreover any good 
local tradesman knows how to 
fix them. 


The Ceiling and Lining of this room is throughout of Wunderlich manufacture. Ceiling composed of Diaper No. 
1104 (page 5); Combination Cornige Border and Moulding, No. 1042 (page 33); Centre-flower, No. 907 
(page 45) ; Wall lining composed of pattern No. 1084 (page 27); Frieze, No. 709 (page 31); Angle Strips 
(page 27). 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, (Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS 


Views from some of the Rooms Beautified by the use of Wunderlich Metal Ceilings 


mposed of Dii ‘| a x C01 etc, (page 14), 
‘887, in 2it. x Bit. squa \¢ y ig Ni ( Sot 1084 (page 27), 


991 (page 18), Moulding No. 206 (pag Border No. 172, DINING-ROOM.—Ceiling of Deep 
re-flower No. 599 (pai No. 417 (page 31), Cornice No. 702 (page 36), 
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Wunderlich Ventilators 


Wunderlich’s Registered 
Embossed Zinc Wall Ventilat Hvaucceat 
mbosse inc a entilators, for Internal Walls Updraught Cowl “*Princeps” 
gin. x Gin. Ventilators. With or without boxes (see Price List). | 
Made of Spun Zinc, with 
j Galyanized Iron Shaft. 
We stock the following sizes — 
= 
5 
y Cowl for a 3in. shaft .. .. No. 871 
Aine eevee Vic. | MN, (886 
‘fit wanes Meee 
No. 125. No. 128, No. 124, oe 
Open Vent. “Hit or Miss,” with knob, “ Hit or Miss,” with swivel. | Dinwenemeeee ere | 4) (817 
No. 816. ieee) oh eT) 
For a 6in. shaft. we. USie: Ae ax . » 838 
gin. x 3in. Ventilators.! With or without boxes (see Price List) de BSE ge a FeEED) 
Supplied with or without wire netting as required. 
\ 
No. 967. No. 966. No. 147. 
Hit or Miss,” with knob, Open Vent. Hit or Miss,” with swivel. Wunderlich’s Improved Ventilating 


Ridging 


Cast Louvred Ventilators, for External Walls. Mikeny Ordering, 
give 

For Weatherboard Buildings. For Brickwork. Pitch of Roof 
and 


. ~ =. oe 

— ———— oust hgotmescy 

SEED LEGO SEES 
REECE 


o ° | ———_—_— lb in. =e, 
No. 823. 
No. 965. No. 122. No. 121. 
Yin. x 6in, gin x Bin. 9in. x Gin. Made of Galvanized Iron, very strongly finished, 
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Glazing Bars 


Wunderlich ‘‘Princeps’”’ Bars Supplied in lengths up to 10 feet 


These bars should not be used in lengths of more than 7ft. without 
support. The construction of the capping, which is of zinc, takes 
into consideration, expansion, contraction, and vibration. Thus a 
large saving in the upkeep of skylights is assured. It can be 
removed occasionally (for cleaning out dust, ete.), without impairing 


the efficiency of the skylight. When ordering, state the length of 


glass, also the distance from the lower end of the glass to the centre 
of the lower plate, to which the brass shoe will have to be fastened, 


i.e., give the required size of lower bracket when ordering. Supplied 


in lengths up to l0ft. 


Asbeslos Cord 


Section showing glass in position and capping screwed down into the Galvanized 


wrought steel bar. Asbestos cord, although not essential, forms a cushion 


for the glass. 


Flange on brackef to hold 
bar and glass in position Imm - - - ~ ~~ 


Elevation of bottom end of bar, showing the application of brass bracket, which 


holds the bar and glass in position. The bracket is screwed down to the plate, 


eo 


and is obtainable in four sizes, viz. :—2}in. 3jin., Sin. and 7 in. long. 


Jugs on brackel 
holding bar in position 


WHEN ORDERING state the length of bracket required. (See above.) Elevation of top end of bar, showing the application of top brass bracket, which 


holds the bar in position. 
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Metal Letters, Name Plates, Signs, etc. 


We manufacture square face built letters in Copper or Zinc to order, any size letters made to Architects’ own designs ; 


for fixing to Buildings and Signs, Window Stall Boards, Verandah Fronts, etc. 


CAST ZINC or BRASS Letters for Name Plates, etc. 
HAMMERED COPPER Name Plates, Stall Boards, etc. 
EMBOSSED METAL Shields and Plates for Advertising Signs 


Cast Roman: Letter, square face, 12in. high. Cast Square Face Letters made to any 


design. 


Built Bevel Letters made to order from lft. 
to Gft. high. 


Built Block Letiers any size. 


Built Letters, any size or design, from Lift. Specimen of Built Letters on Metal Sign. 
to 6ft, high, made to order. Prices on application. 
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Embossed Zinc Sundries 


We illustrate on this and the next two pages a selection from our large stock of Sundry Metal Materials. Further 


information on these materials will be supplied on application. 


Consoles 


We here illustrate a Console selected from a large and 
varied stock. In enquiring state the exact width 
el and approximate depth and projection. 
Capitals ae : ~ 
Of all the architectural orders are stocked. We 
are prepared to manufacture to architects’ 
own details. 


No. 421. 
Eagle in Hammered Copper, or Electro-Bronzed Metal, No. 811. in. shaft. Projection 18in. 
a fine specimen of craftsmanship, size 16in. high, Depth .. «. -. 18in. 
3ft. Gin. spread of wings. Made to order only. Width of Face, 4in,, 6in., or 9in. 


Shields 


Copper Showers Business Signs of all descriptions and sizes are stocked by us. 


No. 903. 


22in. 


i 
No. 227 
Horse, Cattle, Sheep, Boar, and Stag Heads. 
Stock Size. ‘ 
Stock sizes of Copper Showers—6in., 7in., 8in., 9in., 10in. Designs and Price on application. No. 548, 22hin. x 19in. 
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No. 1028. 


WUNDERLICH LIMITED, Manufacturers. 


No. 862. 


Height, without Brackets, ft. 9in.; length, 6ft. 9in. 
Brackets—Console, No. 848, Height, 19in. ; 
width, 44in. 


Metal Arch. 


Overdoors, 


Several Designs are 


WUNDERLICH METAL CEILINGS 
Embossed Zinc and Metal Work 


Zinc Pediments, 


Zinc Mansard Windows, Louvres, 
Lucarnes, etc. 


No. 1142. 


Height, 3it. width, 2ft. Sin; size of opening, 134in. 


Dormer Windows 


May be had in several sizes and designs. We have a 
large stock, and can supply them with or without 
Louvres. In ordering state overall sizes and ap- 
proximate size of opening required. 


Metal Arches 


For use in entrance halls, etc. Composed of Embossed 
Zinc, Capitals, Soffit and Circular Arch Moulding. 
Arches are obtainable in the following sizes :— 


Radius of Arch :—lft. 6in., 2ft., 2ft. 3in., or 2ft. Gin. 


These sizes will suit any hall from 4ft. to 6ft. Gin. wide, 


Sydney, Melbourne, Brisbane, ‘Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 
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Sundries in Copper, Zinc and Steel 


Wall Plaques, in Repousse Copper 


No. 1039, Wall Plaque (20in. diameter), “Terre ’? 
(earth). 
This Plaque is one of a set of two, the other of which is 
No. 1040, representing “L’Eau ’? (water). 


AO 


Spiro azo 


(3 


Coat of Arms of Embossed Metal. 


We make the following designs, viz. :— 
Royal Coat of Arms. 
Australian Coat of Arms. 
Sydney Coat of Arms. 
‘American Eagle and Shield. 


Size and price on application. 


WUNDERLICH LIMITED, Manufacturers. Agencies 


Built Copper Hood for Fireplace 


Window and Fireplace Hoods built to any design in 
Copper, Zinc or Galvanized Iron, A suitable material for 
window hoods is shown on page 63—Fish Scale Sheeting. 


Fountains, 
Statuary, etc., 


in Zinc. 


No. 480. Height, 3ft. 6in. 
A large number of Figures, 
Fountains, etc., in zinc, of 
various designs and sizes, 
are manufactured by us. 


No. 1133, Copper Hood for Fireplace. 
Height, 16in, to 24in, 
Width, 44in. to 54in. 
Projection, 5in. 


and Branches throughout the Commonwealth, New Zealand, India, China and Japan. 
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Finials and Cresting of Zin 

FINIALS are made of spun or embossed zinc. Being hollow, they are much lighter than iron, and 
| can with safety be used in exposed places. They should be fixed over iron rods let into the king 
i posts, The base is altered at a small extra cost to suit the shape of the roof, particulars of which 
| should be sent us when ordering. 
: 
| ORESTINGS are made of embossed zinc, They may be had either single or double faced. 
i 
| 
1 
; 
; 
| 
| 
) 
| 
| 
} 
| No. 842, 9in, high, Single or Double Faced. 
1 Supplied in lengths of 6ft. 7in, 

No, 262 Height, Sit. 2in. 
M 
No. 267 { Novare 
Height, 2ft. 6i & 
| eight, 2ft. Gin. < Height, 3ft, 5in. 
No. 278 

| Height, 2ft. 
No. 695. 10in. high. Single or Double Faced as required 


Supplied in lengths of 6ft. Gin. 


No. 647 


Double-faced, 


i No. 277 
; Height, 1in. 
Height, Lft, 9in. No. 705. 12in. high. Single or Double Faced as required. Base, sin. 
Supplied in lengths of 6ft. 9in. Thickness, 1}in. : 

No. 644 
) 
! q We are prepared to execute Architects’ own details in Copper, Brass, Muntz Metal, or Zinc. Height, 3: 

No. 270 Height, 4ft. Dia, of Shaft, 4in. 
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Finials of Zinc 


Weather Vanes, Turret Finials, Crosses, etc. 


Made to special design. Prices on application. 


We are also prepared to carry out details modelled to Architect’s own designs, 
for Metal Enrichments to Buildings. 


Embossed Metal Cross 


prepared to make up Crosses to any 
» or design in copper, zinc, or gal- 
vanized iron. Price on application. 


No. 268, Height, 2ft. 3in. 


: 
oe 
a 


No. 265, Height, 3ft. 3in. 


@ 


No. 248. For a 5-in. downpipe. 


In zine or galvanized iron. 


> pri ed to carry out in Embossed 
details modelled ‘to Architects’ own 
E e designs and reserve to them the sole right 
No. 677. Height, 22}in.; width, 25fin. No. 490. Height, 2it. 9in. of such patterns, Prices on application, 
face. Double-faced. Bold modelling. 


Single 


‘These goods are light and strong, and can with safety’be used on exposed buildings. 
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Exterior Metal Work 


On this and the following page are illustrations showing the 
adaptability of Wunderlich Materials for Exterior Work. 
For many years we have made roofing a speciality, and 
the weathering qualities of these materials are well 
attested where used for roofing on many of the public 
and private buildings of note throughout the Common- 


wealth, 


Roofing showing Metal Hip Ridge, Cornice and Mask Corners, ‘The Griffin Terminals are of embossed 
zinc, Tft, high. 


View of Shop Ingo, with hammered copper enrichments pps” Pre 
and nameplate. No. 194.—Rectangular Interlocking Roofing Tiles (100 cover 100 ft.super). Estimates 
| on application for Tiles of all shapes in Muntz Metal, Copper or Zinc. Price on 
application. 
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Metal Roofing 


Melbourne City 


Fisher Library Markets 


University Building, 


Sydney, N.S.W. 
Corner Turret on City 


Markets and 
Cold Storage, 


CopperjFléche. 
Built from details 
supplied by the 
Government Archi- 
tect. 


Melbourne, Victoria. 


Turret covered in 1890 
with Interlocking Tiles, 
Embossed Bands, Finial, 
etc. 


Fisher Library 


Interlocking 
Metal Tiles 


For Domes, Turrets, 
Spires and Mansards. 


Metal Interlocking and 
Diminishing Tiles can be 
made in Muntz Metal, 
Copper, Zinc, etc. They 
make an excellent and 
permanent roofing. 


“Yurrot—Fish Seale Roofing, Zino Louvres, ete. (Fish Scale Sheets, see page 65) }No. 191. Diamond-shaped Interlocking Roofing Tiles (165 Tiles cover 100 super. feet.) Price on application. 
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- Tile Roofing in sheets 
Exterior Metal Work coe ric ieae Gone 


An ornamental substitute for the 
ordinary corrugated sheets, Battens 


Rock=Faced Stone and Brick Sheeting in Galvanized Steet Sete cpatinonmilenmlOinmcentres, 


These materials are specially suitable for buildings in the country, where materials and skilled labour 
are costly. They have a fine appearance, and are practically everlasting. The imitation stone 
sheets when painted and sanded are an exact replica of natural sandstone, and, in fact, cannot 
be distinguished from it. The brick sheeting may be painted in usual brick colours, the joints 
being lined out as in tuck-pointed work. 


Improved 
Galvanized 
Steel 
Roofing, 


suitable for 


3 every class 
| of building, 
ll, particularly 
& Churches 


and Schools, 


No, 989. Rock-faced Stone, supplied in sheets of the following dimensions :— 


Sft. hin. x 10fin, high.,..3 blocks to a sheet 
Bft, 10gin. x 10fin. hig blocks to a sheet block to a sheet 
Lit, Lin. x 10fin, high?.1/1 block to a sheet 1fin, high.!<:1 block to a sheet 


No, 990, Pilaster Sheets—rft. rin. wide x sft. 3in. high, 6 stones to a sheet. 
No. 1147. Vermiculated Blocks for quoins, 
Size of Blocks —1ft. 11 fin. x 10}in, high. 11fin, x 10$in high 


block to a sheet 


No, 1046, 


Brick Sheeting in 
Galvanized Steel. 


Supplied in sheets, Git. x 
2ft, Min, 

Covering capacity, Sit. Sfin. 
x 2ft, Hin, 

‘This design is specially 
made to work in with 
our Rock-faced Stone 
Sheets, 


No, 850. Galvanised Steel Roofing Sheets. 
23in, cover (centre to centre of rolls). 
Supplied i eets Git. long. - 
Covering capacity dit. Gin. x Mt. 1in. 


‘The pattern is not the 
same as that of STEEL 
Brick Sheeting No. 220, 
shown on page 2. 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, (Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


WUNDERLICH METAL CEILINGS 


Fish Scale and Rough Cast Sheets In Galvanized Steel and Zinc 


Metal Rough-Cast Sheeting is the ideal material for Gables. 
Friezes, etc., and is superior to, and more suited to 
our climate than the usual form of Rough Cast, 
Perfectly-weather-proof, light, and easily fixed, 


Metal Fish Scale Sheets are specially suitable for small 
‘Turret Roofs, Gables, Balconies, etc. They are 
superior to, and may be used in lieu of, the ordinary 
wood shingles. 

heets are fixed to lining or battens, with lin. 


Fish Seal 
galvanized screws and washers. 


Studs may be formed of plain galvanized steel, thus :— 


Timber back 


|Rough Cast 


Me Sr 
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No. 1045, Rough Cast in Galvanized Steel. This illustration shows the adaptation of our Fish Seale No, 930. Rough Cast in Zine. 
and Rough Cast sheets to a gable. Supplied in sheets 6ft. x 3ft. 


Supplied in sheets 6ft, x 3ft. 


ay - 3 
No. 190. Fish Seale Sheets in Galvanized Steel or Zine. No. 751. Fish Scale Sheets in Galvanized Steel or Zinc. No. 189, Fish Seale Sheets in Galvanized Steel or Zinc. 
Supplied in sheets 6ft. x 3ft. Supplied in sheets 6ft. x 3ft. Supplied in sheets 6ft. x 3ft. 
Covering capacity, 5ft. 10}in. x 2ft. 94in. Covering capacity, dit. 10in. x 2ft. 8$in. Covering capacity, 5ft. 104in. x 2ft. 10in. 


WUNDERLICH LIMITED, Mannfacturers. SAgencies and Branches throughout the Commonwealth, New Zealand, India, China and Japan, 


a WUNDERLICH METAL CEILINGS 


Views of Effective Exteriors of Wunderlich Metal Materials 


These materials are far in advance of the almost universal corrugated iron and wooden 
materials usually seen in country districts. When painted, the different articles 
presented on pages 62 and 63 present a very handsome appearance, and are 
architecturally correct in every detail. All the lines shown are of our usually high 
standard of manufacture, being made of the best materials obtainable, and turned 
out by first-class labour and machinery. Every piece is examined before leaving 
the Works, and is guaranteed perfect. 
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SALVANIZED STEEL 
=/ROCK FACED STONE, = 


i r i esidence e: in Sydney, a i ing lower s f Rock-Faced Stone Sheeting (No. 989), and 
illustrat’ represents the front view of a residence erected in Sydney, and Elevation showing lower storey o: c S & ig (NO. 989), 
oe ae ie aopleelien of Rock-Faced Stone Sheets to the ground floor and Fish- upper storey of similar Quoins, l4in. and 16in, (No. 989), with Galvanized 
Scale Sheets to balconies. Fish-Scale Sheets are also admirably suitable for turret Steel Brick Sheeting (No. 1046). This sheeting is made specially to work 
roofs, gables, etc. in with Rock-Faced Stone, 


WUNDERLICH LIMITED, Manufacturers. Sydney, Melbourne, Brisbane, Adelaide, Perth, Hobart, Launceston, and Wellington, N.Z. 


